PNU200-TE-V16

An EnerSys Company

High Energy Lithium-ion Battery

The PNU200-V16 is a 14V high energy Lithium-ion battery. Versions are available from
20 to 180Ah. Automatically resetting electronics protect the internal cells from

overcharge, overdischarge, short circuit, high sustained current, and high temperature.

Charge Voltage 16.1 +/- 0.1V

Low Volt Cut-Off 12v

Terminals 6” cable with SB50 connector
Float Life 7-10 years at 25T

Cycle Life 625 Cycles at 100% Depth, 25T
Operating Temp. -40t0 131F (-40to 55TC)
Storage Temp. -67 to 149F (-55 to 65C)
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Table 1- Capacity, Size, Weight
An EnerSys C
Enemys Fempay (Capacity at 25T, 4 hr rate)

(330) D D
Capacity  Rated Case Case
Option Capacity Depth Depth Weight Weight

Code (Ah) (In) (mm)  (Ibs) (kg)

C20 20] 3.45 88 7.7 3.5

C40 40| 5.85 149 13.7 6.2

C60 60| 8.25 210 19.8 9.0

Depth C80 80| 10.65 271 25.8 11.7

. C100 100 13.05 331 31.9 14.5

P C120 120 15.45 392 37.9 17.2

(85.9) C140 140 17.85 453 43.9 20.0

C160 160 20.25 514 50.0 22.7

11.88
(302)
Table 2 — Performance at 25T
Capacity Runtime (hrs) vs. Current (A)
Option Max Amps Max Amps Max Amps Max Amps

Code  Continuous 30 sec. 10 sec. 5 sec. 2 hrs 4 hrs 6 hrs 8 hrs
C20 10 40 50 60 10.0 5.0 3.3 2.5
C40 20 60 80 90 20.0 10.0 6.7 5.0
C60 30 60 80 90 30.0 15.0 10.0 7.5
C80 40 60 80 90 40.0 20.0 13.3 10.0
C100 40 60 80 90 - 25.0 16.7 12.5
C120 40 60 80 90 - 30.0 20.0 15.0
C140 40 60 80 90 - 35.0 23.3 17.5
C160 40 60 80 90 - - 26.7 20.0

Part Number Format

PNU200 - TE - V16 - ccc - ff

Charge Voltage “vwv’ Capacity “ccc” Mounting

V16 = 16 Volts C020 = 20Ah Foot “ff”
C040 40Ah F1 = single, bottom
C060 = 60Ah Blank = None

C080
C100
C120
C140
C160
C180

80Ah

100Ah
120Ah
140Ah
160Ah
180Ah
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